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Advantages of MOLOSwave level measurement device:
wave W% « use in potentially explosive atmospheres, category 1/2D
:/ . * measuring range with rope probe up to 20 m
;f * high reliability due to 4-wire-technology
/ s * insensitive against dust, caking and condensate
2 * no wear and maintenance-free operation

Guided wave radar for continuous level measurement of bulk solids.
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Microwave level measurement

MWF

wave
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MWF21

with rod probe

ATEX option

B1 @

Il 1/2D 1liC

Basic device

Choice of options with surcharges
Housing selection

A1 Standard Compact aluminium hOUSING ..........ccveeeeniimiinrieiiccisereseees

A2 Stainless steel compact housing.

Certifications, certificates, approvals

B1 ATEX & Il 1/2D lIC and IP66 ..
FUher @pprovals ..............ciiiineiciieceesiesesi s
Supply voltage / Supply

Bulk goods temperature / T (Process)
E1 -40°C..+150°C .....cccoevvnee.

higher temperatures
Process connection

G3 Thread G1%2 DIN/ISO 228 ......
F1  Flange F70 @110, 4x@9, Lk90.....
F2 Flange F100 150x150, 4x@18, Lk170...

Material of process connection
A Aluminium
| Stainless steel 1.4571/316Ti

Jib extension

00 . 0

[MWF21]

Standard = C€ conformand IP66 ...............cccccoviirrienieiieiiiciinnns

€65 12V DC ... 30 VDO ...t
Other VOItAGES ......cveeiiiiieieiee e on request

E0 Standard = -20°C..+70°C ...,

G1 Thread G1 DIN/ISO 228 ..o
G2 Thread G1% DIN/ISO 228 ..........ccccovvvimviinriiiniis

F5 Flange DN32 PN 10 ......ccovieieieieieeseseseeeseiseies

Other NOUSINGS .....cuviuieiiciiiieii s on request

LW length Rod probe ........cccocvviercenienne. every 0.1 m
enter required length in XX.X m
min. 00.5 m, max. 03.0 m

| <4 Order code
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MWF27 Basic device

Choice of options with surcharges

With ro pe prObe R?usg‘tg:g;ergﬁggmpact aluminium ROUSING ......vvuvvnrireiirieieiee e

A2 Stainless steel compact housing

other housings

G1
G2
G3
F1
F2
F5

ATEX option

B1 @

Il 1/2D NIC

Certifications, certificates, approvals
Standard = C€ conform and IP66

B1 ATEX® Il 1/2D lliC and IP66

Further approvals

Supply voltage / Supply
C65 12V DC..30VDC
Other VOHAGES ......cvuuerieieiiiieeicirecse s on request

Bulk goods temperature/ T(Process)
E0 Standard = -20°C...+70°C
E1 -40°C..+150°C...........
higher temperatures

Process connection

Thread G1 DIN/ISO 228 ........cccocovviiriieiiciieeccensenes
Thread G1% DIN/ISO 228 ..
Thread G1% DIN/ISO 228 ......

Flange F70 @110, 4x@9, Lk90..............
Flange F100 150x150, 4x@18, Lk170 .

Flange DN32 PN 10 ..o
Material of process connection
A Aluminium
I Stainless steel 1.4571/316Ti
Jib extension
LS length wire rope probe..........cccccvevnnce every 0.1 m
0 0 . 0 enterrequiredlengthin XX.X m

min. 01.0 m, max. 20.0 m

mwrz| [ | | |

| | | || |<7 Order code
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MWF21

Accessories

Choice of accessories

SH  Weather protection hood with storm tape

KV1  2.cablegland ..o,
KV2 2. cable gland ATEX .....

SDK Condensation protection ................

SDE Condensation protection, stainless steel
Condensation protection, stainless steel, ATEX .......

RST-DAE-SSM12Ex
Hexagonal nuts made of stainless steel 1

4301/ 316Ti

SMIE Hexagonal NUE GT ........coueimeiiicieeieiseiesseesiesiesie s nsenns

SM2E Hexagonal nut G1% ..
SM3E Hexagonal nut G1%

We provide deliveries, services and offers exclusively on the basis of our General Terms and Conditions that are available for viewing

download at www.mollet-level.com.

Technical alteration rights reserved.
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