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Guillemin
Coded couplings

Appliance information for hose coupling stations of plastics industry

Pipe coupling Guillemin
with pipe-connection / hose nipple / welding end  (GD)

with hose nipple (GD), plain and thin-walled 

Hose couplings Guillemin

(SGB) with chain and S-hook without transponder

End cap Guillemin
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KCT-SGD080-GD075AV 75x1.5

Type DN Nipple W Pipe

KCT-SGD065-GD063AV 63x1.5

KCT-SGD100-GD100AV 100x1.5

KCT-SGD050-GD050AV 50x1.5

KCT-SGD040-GD040VA 40x1.5

Order code

RFID transponder
KC-CT12M

09-401

K - SGB040 AL

K - SGB050 AL

Type NG W

K - SGB065 AL

K - SGB080 AL

K - SGB100 AL

Order code

09-402

KLG-SGG100-GD080 VA 0 100x1.5

Type DN Nipple W KL Pipe

KLG-SGG050-GD050 VA 0 50x1.5

KLG-SGG065-GD065 VA 0 65x1.5

KLG-SGG040-GD040 VA 0 40x1.5

KLG-SGG080-GD075 VA 0 75x1.5

Order code

RFID reading device
KC-LG16M

09-401



M   LLET
Füllstandtechnik G

m
b

H
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Notes
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Guillemin


