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swing

Advantages of swivelling lever with limit switch:

* secure signal when coupling of silo and tank vehicles
* robust design avoids damaging of the switch

* switch is insensitive against dirt
* switches mechanical SES, inductive SIS or acc. NAMUR standard SNS
* blind couplings do not operate the limit switch

Robust switch on of control for the automatic silo filling process.

(Filter purification, full indication, limitation of the final surge, locking valve of filling pipe and signal generator)
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lamp

Sinus pinch valve for
disabling filling process

009-0100.CDR

Pressure switch MSD for
limitation of the final surge

Rotary blade level indicator
for full detection

009-0101.CDR

02 SES-PL-AB 01/18 ©vymoLLer Selection list MOLLET D-74706 Osterburken Tel. +49 6291 6440-0 Fax +49 6291 9846



MQLLET

Fullstandtechnik

Swivelling lever limit switch
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Selection list

SES
SIS
SNS

ATEX option

B0 @ Il 3D B

ATEX option

B0 @ Il 3D 1B

ATEX option

Bas 112G IIB
and
B6 @ 112D 1B

Basic device

Choice of options

Switch

E Limit switch with mechanical contact ....
I Inductive limit switch 10...30 V DC ...
N Inductive limit switch NAMUR ..........cccooimiiiiiieieeccece e

Nominal size, diameter of tube

065 fortube @ 76.1 ..o
080 fortube @889 ...
100 for tube @108 ... 114.3 ..
125 fortube @133 ...139.7 ..
150 fortube @ 159 ... 168.3 ......cvveveereieieeee e

Cable length mechanical limit switch
5 Cable of 5MEtErs .....covveveeevveeeceee e
0 Cable of 10 MEtErs .....oovvevcveieiereeeeee e

Certifications, approvals for SES
Standard = C€ conform IP67 ..............c..........
BO ATEX® Il 3D B ......coooovvverrenseirrnnns

[s|E[s]|-] [-] | |« ordercode

Cable length inductive limit switch
2 Cable of 2meters ...

Certifications, approvals for SIS
Standard = C€ conform IP68..............c.cc......
B0 ATEX® 13D HIB ......cccccovvvvirirres

|S|I|S|-| |—|2| |<7Ordercode

Cable length inductive limit switch NAMUR
5 Cable of 5MELErs ...covveveieceeeeeec s
0 Cable of 10 Meters ......cccvvevvvcricieceeeeee e

Certifications, approvals for SNS
C€ conform IP68

B6 ATEX & H2GIIB ..o
and & ll2D 1B

|S|N|S|—| |—| |BB|<7 Order code

KS-VS025-G|«— Padlock, keyed alike .......
KS-VS025-U| <« Padlock, keyed different
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