






































1 = P 2 = A
3 = R

02     QV-SFA-Z-GI-02     06/22  © by MOLLET Appliance information         MOLLET   D-74706 Osterburken  Tel.  +49  6291 6440-0   www.mollet.de

M   LLET
Füllstandtechnik G

m
b

H

Power supply  230 V AC
   24 V DC
   24 V AC

Power consumption with AC pick-up power 21 VA
  holding power 14 VA

 with DC 8 W

Cyclic duration factor 100 %

Type of protection  IP00   without socket connector
in acc. to EN DIN 60529 IP65   with socket connector
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Solenoid coil 230 V AC    1 827 414 016
   24 V DC    1 827 414 004
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Construction type  Poppet valve, applicable for oil-free usage   with   
  manual override

Sealing  elastic soft rubber seal (VITON)

Solenoid coil  4 x 90° turnable 

Socket connector  4 x 90° turnable 

1Connection thread  G /8

Mounting position  any

Ambient temperature max. +50 °C

Medium temperature max. +50 °C

Min. working pressure 0 bar

Nominal pressure  10 bar

Nominal flow  from 1 to 2   100 I/min
  from 2 to 3   120 l/min   

Nominal size  1.8

Dimensions Technical data

Electrical data 

 Power supply   Order code solenoid valve

 230 V AC 0 820 005 150

 24 V DC     0 820 005 151

 24 V AC     0 820 005 153

Control scheme 

Components

AVENTICS 
3/2 way solenoid valve
normally closed
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AVENTICS
3/2 way solenoid valve
normally open
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Solenoid coil 230 V AC    1 827 414 025
24 V DC    1 827 414 006
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Power supply  230 V AC
   24 V DC
   24 V AC

Power consumption with AC pick-up power 21 VA
  holding power 14 VA

 with DC 8 W

Cyclic duration factor 100 %

Type of protection  IP00   without socket connector
in acc. to EN DIN 60529 IP65   with socket connector

onstruction type  Poppet valve, applicable for oil-free usage   with   
  manual override

Sealing  elastic soft rubber seal (VITON)

Solenoid coil  4 x 90° turnable 

Socket connector  4 x 90° turnable 

1Connection thread  G /8

Mounting position  any

Ambient temperature max. +50 °C

Medium temperature max. +50 °C

Min. working pressure 0 bar

Nominal pressure  10 bar

Nominal flow  from 1 to 2   100 I/min
  from 2 to 3   120 l/min   

Nominal size  1.8

Control scheme 

Technical data

Electrical data 

 Power supply   Order code solenoid valve

 230 V AC 0 820 005 250

 24 V DC     0 820 005 251

 24 V AC     0 820 005 253

Components
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Quick air-exhaust valve 

Quick air-exhaust valve and compressed air switch
as a complete assembly

Compressed air switch
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Construction type  Poppet valve, applicable for oil-free usage

Sealing  elastic soft rubber seal  (NBR)

Connection thread  A und P = G 3/8 ¼, R = 

Mounting position  any 

Ambient temperature max. +40 °C

Control medium temperature max. +40 °

Min. working pressure 0.5 bar

Nominal pressure  10 bar

Nominal flow  from P to A   1000 I/min  
  from A to R   2050 l/min

Nominal size  6

Silencer  G 3/8

Materials
 Housing PA/PC
 Connection thread Brass
 Membrane NBR

Connection thread  G ¼

Mounting position  any

Ambient temperature  -20 °C ... +85 °C

Medium temperatur  max. +85 °C

Max. working pressure  10 bar

Works setting  3.0 bar

Capacity of the contact  6 A / 250 V AC

Signal contact  change-over contact

Cable entry  M16x1.5

Electrical connection  AMP plug pins 6.35

Type of protection  IP65 according to DIN EN 60529
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  Order code    0 821 002 003

  Order code   Q-DS901-3
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QV   Accessories

Sinus pinch valve


